NOTE: EA-PKSR

PURCHASED PARTS, TAPED AND REELED. SURFACE MOUNT PART:

-----------------------------------------------------

TAPE AND REEL - SURFACE MOUNT COMPONENTS SHALL BE TAPED AND REELED USING

THE MINIMUM STANDARD TAPE WIDTH IN ACCORDANCE WITH THE LATEST REVISION

OF EIA-481-1 (8 & 12 MM), EIA-481-2 (16 & 24 MM), OR EIA-481-3

 (32, 44 & 56 MM).THE NUMBER OF MISSING PARTS MAY NOT EXCEED ONE PERCENT

OF THE TOTAL QUANTITY. ONE DATE CODE PER REEL IS PREFERRED.

********NOTE: NO SPLICES OF THE TAPE CARRIER ALLOWED***********

THE REEL MUST HAVE DRIVE SPOKES AND CANNOT EXCEED 14 INCHES IN DIAMETER

(7IN AND 13IN PREFERRED). REELS SHALL NOT BE CONSTRUCTED OF CARDBOARD.
MOISTURE SENSTIVE DEVICES SHALL BE PACKAGED IN VACUUM SEALED MOISTURE

BARRIER BAGS IAW J-STD-033. ESD SENSITIVE COMPONENTS ARE TO BE PACKAGED

IAW EIA-541. LEADER LENGTH SHALL BE 11 TO 13 INCHES.

PRODUCT IDENTIFICATION SHALL BE IN ACCORDANCE WITH EIA/JEDEC EIA/JEP13

IN ADDITION TO THE INTERMEDIATE CONTAINER, THE LABEL FIELD DESCRIPTION

IN PARAGRAPHS 4.5 THE PRODUCT MANUFACTURER NAME AND PART NUMBER SHALL BE

IDENTIFIED. FOR THE PURPOSE OF THIS INSTRUCTION INTERMEDIATE CONTAINER

IS DEFINED AS THE NEXT LEVEL OF PACKAGING UP FROM THE TUBE, TRAY OR REEL

CONTAINING THE PRODUCT. PARA 4.5 REFERENCES EIA INDUSTRY BAR CODE SPEC

THE INTERMEDIATE CONTAINER LABEL DOES NOT REQUIRE BAR CODES BUT MUST BE

LEGIBLE.

IF A PACKAGING ISSUE ARISES THAT CANNOT BE RESOLVED BY THE RELEVANT EIA

STANDARD OR THIS DOCUMENT, IT SHALL BE DIRECTED TO THE SEY TEC

PROCUREMENT REPRESENTATION FOR RESOLUTION. THE INTERMEDIATE PACKAGE LABEL SHALL INCLUDE THE FOLLOWING FIELDS:

1) THE MANUFACTURERS PART NUMBER

2) THE SEY TEC PURCHASE ORDER PART NUMBER IF DIFFERENT FROM THE

MANUFACTUERS PART NUMBER.

3) DATE CODE/CODES

4) THE NAME OF THE MANUFACTURER

5) THE QUANTITY PER THE DATE CODE

6) TRACEABILITY CODE (OPTIONAL)

