U9VFPI2 ***FIRST PIECE INSPECTION***

THE CONTRACTOR SHALL SUBMIT A FIRST PIECE FOR INSPECTION AND TEST AS APPLICABLE. ALL ASSEMBLIES AND COMPONENTS SHALL HAVE BEEN PRODUCED BY THE CONTRACTOR OR FURNISHED BY A SUBTIER AND SHALL HAVE BEEN MANUFACTURED USING THE SAME PRODUCTION PROCESSES, PROCEDURES, AND EQUIPMENT WHICH WILL BE USED IN FULFILLING THE CONTRACT. 

PRIOR TO SUBMISSION, THE CONTRACTOR SHALL INSPECT THE COMPONENT OR ASSEMBLY TO THE DEGREE NECESSARY TO ENSURE THAT IT CONFORMS TO THE REQUIREMENTS OF THE CONTRACT AND SUBMIT A RECORD OF THIS INSPECTION WITH THE ITEM, INCLUDING STATEMENTS OF FINDINGS FOR MATERIALS, PROCESSES AND TESTS.

INSPECTION MEASUREMENTS OR TEST DATA MAY BE RECORDED ON A DOCUMENT NORMALLY UTILIZED BY THE CONTRACTOR TO RECORD INSPECTION/TEST RESULTS OR A COPY OF THE DRAWING WITH ACTUAL DIMENSIONS RECORDED MAY BE USED. IN EITHER CASE, THE DIMENSIONS SUBMITTED SHALL BE VALIDATED WITH AN APPROPRIATE INSPECTION STAMP OR SIGNATURE. THIS DATA SAHLL BE RETAINED BY THE SUPPLIER AND MADE AVAILABLE TO SEY TEC UPON REQUEST.

A FIRST PIECE INSPECTION REPORT SHALL BE REQUIRED IF:

A. A DESIGN OR PROCESS CHANGE HAS BEEN MADE THAT AFFECTS THE ORIGINAL FIRST PIECE REPORT. THE NEW REPORT NEED ONLY ADDRESS THE CHARACTERISTICS AFFECTED BY THE CHANGE; OR

B. THE ITEM HAS NOT BEEN PRODUCED FOR A PERIOD OF 12 MONTHS; OR

C. A CHANGE IN FACILITIES UTILIZED TO PRODUCE THE ITEM HAS TAKEN PLACE; OR

D. A CHANGE OF SUBTIER SUPPLIERS HAS OCCURRED.

